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Fassi Crane: B-PM (Inspection & Lubrication) required every 90 days. 

AGS Data ACTUAL 
HOURS 

 Grease Level   Danfoss- 
LMLD/Overload 

As Received 
Circle one 

As Released 
Circle one 

OH 
(operating 
hours) 

  As Received Empty1/4-1/2-
3/4-full 

 LMLD 
Excluded/Bypassed(red 
knob screwed in) 

 

Yes  
 

Yes 

FH (Fault 
Hours) 

  As Released Empty-1/4-
1/2-3/4-full 

 Lead Wire Seal In Place No No 

 

FASSI CRANE Use repair codes  

L, A, R, √ 
1. *[Open: Operate and open the boom above the body fully extending each section. If 
available pressure wash the base, mast, the boom & boom extensions and jib as needed 
for inspection.] 

 

2. *[In Cab: Check PTO operation, check indicator lights and switches. On Boom: Check 
all safety decals and load charts. Replace if torn, missing or not legible.] 

 

3. *[Visual Inspection: All crane mounting bolts tight, no visible hydraulic leaks, no visible 
cracks in booms, extensions, cylinders, pins, mast, jib or housings .] 

 

4. *[Control Valves: Inspect for leaks, loose or missing wires and binding levers. Check for 
leaking hoses. Check all electric switches. Inspect bypass valve that it is not applied.] 

 

5. *[Remote Control Box: Check for damage & cracks, battery charger, converters, wires 
& cables assure all work properly.] 

 

6.*[Outrigger Legs, Cylinders & Hoses: Check for leaks, bent rods, missing or worn out 
pads & safety devices. Portable outrigger pads must have safety pins.] Grease the slide 
pads & side surfaces for all outrigger legs and extensions. 

 

7.*[Base, Mast & Slewing System: Inspect base, bridge, mast & bushing for wear, cracks 
& leaks.] Grease the base and bridge fittings. Rotate mast while greasing mast bushings. 
Inspect grease lines while greasing. Replace any damaged or clogged lines. 

 

8.*[Electronics: Check operation of warning lights on main power box cover. Check 
security of all wiring harnesses, all external wiring harness plugs, check cranes readout 
displays for normal operations.] 

 

9.*[Boom System: Inspect slide pads, extensions, cylinders, cylinder hydraulic lines, hose 
clips, guide pins & hoses.] Grease the slide pads & slide pad contact surfaces after 
inspection. 

 

10.*[Boom Cylinders: Inspect cylinder rods, mount pins, retainer plates, extension 
cylinders, inner boom lift & outer boom lift cylinders for leaks, cracks or damage.] Grease 
all cylinders pins & fittings. 

 

11.*[Jib Assembly: Inspect extensions, check jib lift cylinder for damage or leaks.] Check 
for loose or missing slide pads. Grease all fittings, slide pads & surfaces for each 
extension. Check horsehead pin is properly secured. 

 

12.*[Load Hook: Inspect hook mounting pins, safety latches, safety pins & hook for 
excessive wear & missing or bent safety pins.] Grease load hook fittings. 

 

Repair Codes: L-Lubricated  A-Adjusted  R-Needs Additional Repairs √ - Inspected 

Company Name:  ______________   Date PM Completed  _________________ 

Mechanic ______________________________________________   Truck Number: ________________________ 

Crane Make & Model: ____________________                   ______      Crane Serial Number  __________________  



Operator /Technician’s Signature:   
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Fassi Crane: B-PM (Inspection & Lubrication) required every 90 days. 

FASSI CRANE Use repair codes  

L, A, R, √  

13. Wall Board Forks (if applicable): Grease wall board fork fittings. *[Inspect for cracks 
on fork frame structure. Check rotator unit for oil leaks, loose pipes & hoses. Check for 
correct connection of pivoting pin retaining devices.] 

 

14. Operate Boom under a load: Test controls, load holding valves, pressure relief valves 
& full operation. Test LMLD for proper operation. 

 

15. Hydraulic System: Check PTO for leaks or noise during operation, check oil level with 
boom in transport position only, check thermostat switch & oil cooler.  

 

16. PTO: Remove the hydraulic pump from the PTO drive gear & inspect the splines for 
wear and apply coupling tube to splines. (Use Dana Lube part number 379688 or 
equivalent on PTO spline) Check PTO for oil leaks or noise. Check security or pump & PTO. 

 

17. Winch: *[Inspect cable, winch, guides, sheaves & brackets for damage and excessive 
wear. Check for proper operation of Anti two block, capacity readout, normal operation.] 

 

18. Update and/or install: PM decal on the hydraulic tank for the type of PM completed. 
**Report repair issues to the Fleet Department** 

 

20. Check for proper cooling fan operation.  

21. Top off hydraulic oil 10W/AW46 as needed.  

Units Equipped With Auto-Lube System 
Units equipped with the auto-lube system will still require lubrication of all slide pads on 
the extensions & outriggers as well as on the load hood & wallboard forks. 

1. Check the grease level in the reservoir.  

2. Run unit through test cycle.  

3. Check for normal operations.  

4. Check for any signs of leaks, loose or broken hoses or fittings.  

5. Fill reservoir with approved grease for unit.  

 

Repair Codes: L-Lubricated  A-Adjusted  R-Needs Additional Repairs √ - Inspected 

 

List any defects found during PM: 

 

 

 

 

 

 

Company Name:  ______________   Date PM Completed  _________________ 

Mechanic ______________________________________________   Truck Number: ________________________ 

Crane Make & Model: ____________________                   ______      Crane Serial Number  __________________  


